Multiple Carrier Pipe
Metallic Casing Spacers

PSI Multiple Casing Spacers - Engineered Custom Fabrication

Multiple Casing Spacers - Engineered
PSI - Pipeline Seal and Insulator, Inc. is the industry leader in the design and
fabrication of multiple carrier spacers used for inserting different size pipes,
conduits and wires into casings. Projects have ranged from simple dual pipe
configurations to complex pipe/conduit arrangements, designed for maximum
strength and efficiency within all pipe specifications.

Customized spacers are also available with electrically |solated roIIers to ease
installation of unusually heavy carrier 2 3
pipes or for extremely long casing
pipe runs.

PSI Models C (coated) and S (stain-
less steel) may be designed and fabri-|
cated to meet the needs of your *»
custom project.

All custom multiple carrier spacers
share the same features as our single
carrier spacers described throughout
this brochure. However, the multiple . <
carrier spacers are considerably more complex and therefore require more
detailed design considerations.

Please contact PSI during your design phase. We have over forty years expe-
rience with custom casing spacers and can provide you with insights into
design criteria based on “real world” applications in all industries.

Benefits/Features

» Customized To Customer Specifications

* Design Assistance If Needed

« Same High Quality As Standard Isolators

» May be Specified with Heavy Duty PVC Inner Liner
Provides Protection For Pipe and/or Coating

* Rollers may be used for long pulls and/or heavy pipe
installations

* Designed to last for the life of the piping system

* Eliminates the Need for Grout, Blown Sand
or Pea Gravel

Model C12GN2 used on (2) 24” C-905 Chilled
Water Lines going through a 60” casing.
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3X CARRIER 50"
0D ®4.50

MIN. CLEARANCE 1.00
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TYPICAL CASING
SPACER COMPONENTS

9X CARRIER
oD ®1075

4.0 SKIDS: Z'W X 1.5 X 7L 30% GLASS FILLED POLYMER (5X)
3.0 COATING: COATED

2.0 BANDS: 14GA. MILD STEEL 7'L
1.0 RISERS: 10GA. MILD STEEL 7'L
NOTES: UNLESS OTHERWISE SPECIFIED
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